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A RANGE OF RAINWATER 
COLLECTION TANKS

StoCAP 
Recovery and storage of rainwater

UV 
PROTE

CTED

A WIDE RANGE OF 
ABOVE GROUND TANKS
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StoCAP
Above ground tank

Volume Height Width length ValVe Weight CoVer

(Imp Gallon) (Ins) (m) (Ins) (m) (Ins) (m) (Ins) (mm) (ibs) (kg) (Ins) (Cm)

66 30.8 0.78 21.70 0.55 37.80 0.96 1'' DN25 40 18 10.70 27

176 37.40 1.95 34.30 0.87 61.10 1.55 1''1/4 DN32 88 40 10.70 27

275 42.60 1.08 39.40 1 74.10 1.88 1''1/4 DN32 121 55 10.70 27

517 52 1.30 48.50 1.23 94.60 2.4 2’’ DN50 243 110 15.80 40

737 61.50 1.56 60.30 1.53 97.70 2.48 2’’ DN50 331 150 15.80 40

1 100 78.80 2 72.90 1.85 97.70 2.48 2’’ DN50 492 223 15.80 40

Volume Height diameter ValVe Weight CoVer

(Imp Gallon) (Ins) (m) (Ins) (m) (Ins) (mm) (ibs) (kg) (Ins) (cm)

220 55.20 1.4 49.30 1.25 1'' DN25 93 42 10.70 27

440 57.90 1.47 65 1.65 1’’ DN25 119 54 10.70 27

660 64.20 1.63 74.10 1.88 1’’ DN25 176 80 10.70 27

957 67 1.7 76.40 1.94 2’’ DN50 227 103 15.80 40

1 177 80.80 2.05 76.40 1.94 2’’ DN50 271 123 15.80 40

HORIZONTAL 

TANKS

VERTICAL 

TANKS

All our tanks are of one-piece hugh-density polyethylene 
construction of the highest quality - a roit-proof material 
treated for UV-protection.

IMPORTANT !

220 gal
440 gal

660 gal
957 gal 1177 gal

176 gal
275 gal

517 gal
737 gal

1100 gal

1/4 turn PVC 
valve

EQUIPMENT & ACCESSORIES

● COMPOSITION :  
 -  Monobloc-design water tanks 

(no assembly required)
 -   High-density polyethylene (HDPE) 

that does not degrade, even 
when buried

● STABILITY :
 -   Water tanks that have been 

designed for perfect stability when 
installed above ground

 -   Horizontal tanks have feet and 
vertical tanks have flat bottoms

● THICKNESS :
 -   Our water tanks are manufactured 

with 7mm-thick walls. This means 
that a longer life can be guaranteed.

● HANDLING :
 -  Handles mean that our tanks can 

be easily moved and transported 
manually or by truck crane

● AFTER-SALES SERVICE :
 -  Efficient and rapid after-sales 

service

●  AFTER-SALES SERVICECOLLECTING 
AND STORING RAINWATER

●  A FULL RANGE OF HORIZONTAL 
AND VERTICAL WATER TANKS

●  A WIDE RANGE OF ABOVE-GROUND 
AND UNDERGROUND TANKS

●  ANTI-UV TREATED TANKS

●  OUR ABOVE-GROUND TANKS

FEATURES OF OUR WATER TANKS

Rainwater kit installed on 
water tanks, except for the 
300-litre water tanks

Cover and bolts 
400-diameter 
cover with bolts
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